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T e c h n i c a l  S p e c i f i c a t i o n s M I G 1 3 0

Main Voltage (AC) V 240

Frequency HZ 50/60

Input Capacity +60% KVA 2.2

No Load voltage V 21-32

Welding Current +/-10% Amps 35-130

Duty Cycle @ 20°C @ 130 Amps 15%

Wire Spool (ø) 100mm

Power Settings 4

Flux Cored Wire (ø) 0.8 - 0.9mm

Wire for Steel (ø) 0.6 - 0.8mm

Wire for Stainless Steel 0.6 - 0.8mm

Wire for Aluminium 1mm

Insulation Class H

Protection Class IP21S

Dimensions (mm) 585 x 255 x 
375

Weight 28kg

 

 

P r o d u c t  F e a t u r e s M M A - 1 3 5 M M A - 1 6 0

Amps 135 160

Electrode size 1.6 – 3.2mm 1.6 – 4.0mm

Dimensions (mm) 240 x 120 x 
160

260 x 130 x 
180

Weight 3.1kg 3.8kg
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T e c h n i c a l  S p e c i f i c a t i o n s M I G 1 7 0 M I G 2 0 0

Input Power Voltage 240v – 
50/60hz

240v – 
50/60hz

Max Input Current 22 Amps 29 Amps

Max Power Capacity 5.1 KVA 6.4 KVA

Current Range MMA & TIG 10 – 160 
Amps

   -

Current Range MIG 25 – 175 
Amps

50 – 200 
Amps

Voltage Range MIG 11 – 26V 11 – 26V

Open Circuit Voltage MMA 70V -

Wire Feed Speed (M/Min) 1.5 – 16 2 - 15

MIG Welding Wire Diameter 0.6, 0.8, 
0.9mm

0.6 – 
1.2mm

Duty Cycle @ 20°C 60% @ 100 
Amps

60% @ 135 
Amps

Power Factor 0.7 0.85

Efficiency 85% 85%

Insulation Class F F

Protection Class IP21 IP21

Dimensions (mm) 480 x 230 x 
360

520 x 270 x 
500

Weight 18kg 25kg

 

 

T e c h n i c a l  S p e c i f i c a t i o n s A R C 2 5 0

Input Power Voltage AC 415V

Frequency 50/60Hz

Rate Input Power Capacity 9.4KVA

No Load Voltage 67V

Output Current Rate 20 – 225 A

Output Voltage 29V

Duty Cycle 20°C 60% @ 175 Amps

Power Factor 0.93

Insulation Class F

Protection Class IP23

Arc Force 0 –72 Amps 
Adjustable

Dimensions (mm) 425 x 205 x 355

Weight 17.2kg
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T e c h n i c a l  S p e c i f i c a t i o n s C U T 6 0

Input Power Voltage (AC) 240V 50/60Hz

Rate Input Power Capacity 9KVA

No Load Voltage 230V

Output Current 60 Amps

Rated Output Voltage 120V

Duty Cycle @ 20°C 60%

Efficiency 85%

Power Factor 0.93

Protection Class IP23

Air Flow 0.17 m³/min

No Load Loss 60W

Burner Inner Diameter 1.2mm

Pressure of Air Compressor 4.5 – 5 Bar

Dimensions (mm) 510 x 200 x 350

Weight 16kg
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